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{ŀŦŜ¢ŜƳǇ [{¢ wŀŘƛŀǘƻǊǎ 

tǊƻǾƛŘƛƴƎ ²ŀǊƳǘƘ ǿƛǘƘ {ŀŦŜǘȅ ŀƴŘ         
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{ŎƘƻƻƭǎ ϧ bǳǊǎŜǊƛŜǎ ŀƴŘ tǳōƭƛŎ      
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/ƻƳǇǊŜƘŜƴǎƛǾŜ wŀƴƎŜ 
 
§ Wide range of heights, lengths and depths         

available. Other Models available than shown, 
please contact us for fu 

 
§ Complete room wall-to-wall LST units available, 

Complete with internal and external corners 
and grilles to match, together with factory TRV 
and pipework cut-outs. 

 
§ Models available as Floor Mounted radiators with 

back panels for fixing in difficult areas ie. Glazing, 
together with special fixing options. 

 
§ Options for front fixing for difficult areas together 

with lockable security access doors. 
 
§ Conforms with NHS Estates specification for safe 

surface temperatures, ie. Maximum 43°C at system 
design 82/71/20°C, with rounded top profile for 
extra safety and care. 

 
§ LST Casings manufactured as one piece, easy to 

fit—strong, safe and secure. 
 
§ SafeTemp Heat Emitters are certified to BS EN442 

for heat outputs and are guaranteed for 10 Years 
against failure due to material or manufacture   
defect.   

 

{Ŝƴǎƻ-IŜŀǘ {ŜǊǾƛŎŜ ϧ /ƻƳƳƛǘƳŜƴǘ 
At Senso-Heat we are proud of our top quality products 
and are committed to provide the best quality of  service 
to our customers from our highly trained dedicated 
teamΦ 
 

hǳǘǇǳǘǎ 
The outputs quote in this brochure are 
based on mean water temperature of 80°C  
and a room temperature of 20°C (Delta T 
60°C) or a mean water temperature of 70°
C  and a room temperature of 20°C (Delta 
T 50°C) . 

For other operating conditions apply the 
corrections factors below (apply to Delta T 
60°C only) 

рϲ/ лΦлпс олϲ/ лΦпон ррϲ/ лΦуфу 

млϲ/ лΦмлу орϲ/ лΦрмн слϲ/ мΦллл 

мрϲ/ лΦмтф плϲ/ лΦслр срϲ/ мΦмлп 

нлϲ/ лΦнрс прϲ/ лΦтлл тлϲ/ мΦнмм 

нрϲ/ лΦооу рлϲ/ лΦтфу трϲ/ мΦомф 



 

 

Height Length Height Length SensoHeat Output Output SensoHeat Output Output

MM MM MM MM Code ȹT50 CȹT60 C Code ȹT50 CȹT60 C

1000 200 800 - - - SEP2 3510A 559 700

1200 200 1000 - - - SEP2 3512A 700 877

1400 200 1200 - - - SEP2 3514A 839 1052

1600 200 1400 - - - SEP2 3516A 979 1227

1800 200 1600 - - - SEP2 3518A 1120 1403

2200 200 2000 - - - SEP2 3520A 1399 1753

600 300 400 SEP1 4506A 207 259 SEP2 4506A 402 504

800 300 600 SEP1 4508A - - SEP2 4508A 602 755

1000 300 800 SEP1 4510A 413 518 SEP2 4510A 804 1007

1200 300 1000 SEP1 4512A 517 648 SEP2 4512A 1005 1260

1400 300 1200 SEP1 4514A 620 777 SEP2 4514A 1207 1512

1600 300 1400 SEP1 4516A 723 906 SEP2 4516A 1408 1764

1800 300 1600 SEP1 4518A - - SEP2 4518A 1608 2015

2000 300 1800 SEP1 4520A - - SEP2 4520A 1809 2267

2200 300 2000 SEP1 4522A 1033 1295 SEP2 4522A 2010 2519

600 400 400 SEP1 5506A 267 335 SEP2 5506A 495 620

800 400 600 SEP1 5508A 401 502 SEP2 5508A 741 929

1000 400 800 SEP1 5510A 535 670 SEP2 5510A 988 1238

1200 400 1000 SEP1 5512A 667 836 SEP2 5512A 1235 1548

1400 400 1200 SEP1 5514A 802 1005 SEP2 5514A 1483 1858

1600 400 1400 SEP1 5516A 934 1171 SEP2 5516A 1729 2167

1800 400 1600 SEP1 5518A 1068 1338 SEP2 5518A 1977 2477

2000 400 1800 SEP1 5520A 1202 1506 SEP2 5520A 2223 2786

2200 400 2000 SEP1 5522A 1337 1675 SEP2 5522A 2402 3010

600 500 400 SEP1 6506A 319 400 SEP2 6506A 592 742

800 500 600 SEP1 6508A 479 600 SEP2 6508A 887 1112

1000 500 800 SEP1 6510A 639 801 SEP2 6510A 1183 1483

1200 500 1000 SEP1 6512A 791 991 SEP2 6512A 1479 1854

1400 500 1200 SEP1 6514A 950 1190 SEP2 6514A 1776 2225

1600 500 1400 SEP1 6516A 1107 1387 SEP2 6516A 2072 2596

1800 500 1600 SEP1 6518A 1265 1585 SEP2 6518A 2367 2966

2000 500 1800 SEP1 6520A 1424 1785 SEP2 6520A 2663 3337

2200 500 2000 SEP1 6522A 1596 2000 SEP2 6522A 2959 3708

600 600 400 SEP1 7506A 363 455 SEP2 7506A 686 860

800 600 600 SEP1 7508A 544 682 SEP2 7508A 1029 1289

1000 600 800 SEP1 7510A 726 910 SEP2 7510A 1371 1718

1200 600 1000 SEP1 7512A 910 1140 SEP2 7512A 1714 2148

1400 600 1200 SEP1 7514A 1090 1366 SEP2 7514A 2057 2578

1600 600 1400 SEP1 7516A 1271 1593 SEP2 7516A 2400 3007

1800 600 1600 SEP1 7518A 1452 1820 SEP2 7518A 2742 3436

2000 600 1800 SEP1 7520A 1634 2048 SEP2 7520A 3085 3866

2200 600 2000 SEP1 7522A 1815 2275 SEP2 7522A 3428 4296

600 700 400 SEP1 8506A 417 523 SEP2 8506A 802 1005

800 700 600 SEP1 8508A 626 785 SEP2 8508A 1203 1508

1000 700 800 SEP1 8510A 836 1047 SEP2 8510A 1605 2011

1200 700 1000 SEP1 8512A 1044 1308 SEP2 8512A 2006 2514

1400 700 1200 SEP1 8514A 1253 1570 SEP2 8514A 2407 3016

1600 700 1400 SEP1 8516A 1462 1832 SEP2 8516A 2808 3519

1800 700 1600 SEP1 8518A 1670 2093 SEP2 8518A 3210 4022

2000 700 1800 SEP1 8520A 1879 2355 SEP2 8520A 3611 4525

2200 700 2000 SEP1 8522A 2088 2617 SEP2 8522A 4012 5027
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SafeTemp LST Model "A" Technical Information
LST Casing Heat Emitter

SEP 1 - Single Convector - (Casing Depth 

130mm)

SEP 2 - Double Convector - (Casing Depth 

130mm)
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Height Length Height Length SensoHeat Output Output SensoHeat Output Output

MM MM MM MM Code ȹT50 CȹT60 C Code ȹT50 CȹT60 C

1000 200 800 - - - SEP2 5510C 559 700

1200 200 1000 - - - SEP2 5512C 700 877

1400 200 1200 - - - SEP2 5514C 839 1052

1600 200 1400 - - - SEP2 5516C 979 1227

1800 200 1600 - - - SEP2 5518C 1120 1403

2200 200 2000 - - - SEP2 5520C 1399 1753

600 300 400 SEP1 6506C 207 259 SEP2 6506C 402 504

800 300 600 SEP1 6508C 310 389 SEP2 6508C 602 755

1000 300 800 SEP1 6510C 413 518 SEP2 6510C 804 1007

1200 300 1000 SEP1 6512C 517 648 SEP2 6512C 1005 1260

1400 300 1200 SEP1 6514C 620 777 SEP2 6514C 1207 1512

1600 300 1400 SEP1 6516C 723 906 SEP2 6516C 1408 1764

1800 300 1600 SEP1 6518C 827 1036 SEP2 6518C 1608 2015

2000 300 1800 SEP1 6520C 930 1165 SEP2 6520C 1809 2267

2200 300 2000 SEP1 6522C 1033 1295 SEP2 6522C 2010 2519

600 400 400 SEP1 7506C 267 335 SEP2 7506C 495 620

800 400 600 SEP1 7508C 401 502 SEP2 7508C 741 929

1000 400 800 SEP1 7510C 535 670 SEP2 7510C 988 1238

1200 400 1000 SEP1 7512C 667 836 SEP2 7512C 1235 1548

1400 400 1200 SEP1 7514C 802 1005 SEP2 7514C 1483 1858

1600 400 1400 SEP1 7516C 934 1171 SEP2 7516C 1729 2167

1800 400 1600 SEP1 7518C 1068 1338 SEP2 7518C 1977 2477

2000 400 1800 SEP1 7520C 1202 1506 SEP2 7520C 2223 2786

2200 400 2000 SEP1 7522C 1337 1675 SEP 72522C 2402 3010

600 500 400 SEP1 8506C 319 400 SEP2 8506C 592 742

800 500 600 SEP1 8508C 479 600 SEP2 8508C 887 1112

1000 500 800 SEP1 8510C 639 801 SEP2 8510C 1183 1483

1200 500 1000 SEP1 8512C 791 991 SEP2 8512C 1479 1854

1400 500 1200 SEP1 8514C 950 1190 SEP2 8514C 1776 2225

1600 500 1400 SEP1 8516C 1107 1387 SEP2 8516C 2072 2596

1800 500 1600 SEP1 8518C 1265 1585 SEP2 8518C 2367 2966

2000 500 1800 SEP1 8520C 1424 1785 SEP2 8520C 2663 3337

2200 500 2000 SEP1 8522C 1596 2000 SEP2 8522C 2959 3708

600 600 400 SEP1 9506C 363 455 SEP2 9506C 686 860

800 600 600 SEP1 9508C 544 682 SEP2 9508C 1029 1289

1000 600 800 SEP1 9510C 726 910 SEP2 9510C 1371 1718

1200 600 1000 SEP1 9512C 910 1140 SEP2 9512C 1714 2148

1400 600 1200 SEP1 9514C 1090 1366 SEP2 9514C 2057 2578

1600 600 1400 SEP1 9516C 1271 1593 SEP2 9516C 2400 3007

1800 600 1600 SEP1 9518C 1452 1820 SEP2 9518C 2742 3436

2000 600 1800 SEP1 9520C 1634 2048 SEP2 9520C 3085 3866

2200 600 2000 SEP1 9522C 1815 2275 SEP2 9522C 3428 4296

600 700 400 SEP1 10506C 417 523 SEP2 10506C 802 1005

800 700 600 SEP1 10508C 626 785 SEP2 10508C 1203 1508

1000 700 800 SEP1 10510C 836 1047 SEP2 10510C 1605 2011

1200 700 1000 SEP1 10512C 1044 1308 SEP2 10512C 2006 2514

1400 700 1200 SEP1 10514C 1253 1570 SEP2 10514C 2407 3016

1600 700 1400 SEP1 10516C 1462 1832 SEP2 10516C 2808 3519

1800 700 1600 SEP1 10518C 1670 2093 SEP2 10518C 3210 4022

2000 700 1800 SEP1 10520C 1879 2355 SEP2 10520C 3611 4525

2200 700 2000 SEP1 10522C 2088 2617 SEP2 10522C 4012 5027
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SafeTemp LST Model "C" Technical Information
LST Casing Heat Emitter

SEP 1 - Single Convector - (Casing Depth 

130mm)

SEP 2 - Double Convector - (Casing Depth 

130mm)



 

 

{ŀŦŜ¢ŜƳǇ [{¢ wŀŘƛŀǘƻǊǎ ¢ŜŎƘƴƛŎŀƭ LƴŦƻǊƳŀǝƻƴ 

aƻŘŜƭ ά!έ ǿƛǘƘ ¢w± ƘŜŀŘ ƛƴǎƛŘŜ ŎŀǎƛƴƎ 

aƻŘŜƭ ά!έ ǿƛǘƘ ¢w± ƘŜŀŘ ŀŎŎŜǎǎƛōƭŜ ƻǳǘǎƛŘŜ ŎŀǎƛƴƎ 

aƻŘŜƭ ά/έ ǿƛǘƘ ¢w± ƘŜŀŘ ƛƴǎƛŘŜ ŎŀǎƛƴƎ 

aƻŘŜƭ ά/έ ǿƛǘƘ ¢w± ƘŜŀŘ ŀŎŎŜǎǎƛōƭŜ ƻǳǘǎƛŘŜ ŎŀǎƛƴƎ 



 

 

hǾŜǊǾƛŜǿ 
Senso-Heat UK is the new radiator brand of Hurlstones Northern Distribution, a specialist      

supplier of central heating radiators and valves to all sectors of the heating market. 

 

Established for many years the Senso-Heat UK range has all types of radiators from our 

core LST and Steel Panel radiator ranges to designer Tubular Steel  radiators, Towel Rails, 

Flat Front, Low Height  Convectors, Horizontal and Vertical Plank Style Radiators. 

 

All Senso-Heat UK radiators are fully tested to conform with the latest BS EN442 standards 

and all are fully backed by our well trained staff who understand the technical back up the 

tǊƻŘǳŎǘ wŀƴƎŜ 
¶ Concept H Ultra 2000 

¶ Concept H Ultra 5000 

¶ SafeCover LST Guards 

¶ SafeTemp LST Radiators 

¶ Low Height ConvectoRad 

¶ Edgeworth Steel Column 

¶ CaldoRad 

¶ CaldorLine H Horizontal 

¶ CaldorLine V Vertical 

¶ Linear  V 

¶ Linear H 

¶ Heated Towel Rails  

 Walshaw Straight 

 Holcombe Arched 

 Greenmount Eco 

IǳǊƭǎǘƻƴŜǎ bƻǊǘƘŜǊƴ [ǘŘΣ !ƭŜȄŀƴŘŜǊ IƻǳǎŜΣ мфт aŀǊƪŜǘ {ǘǊŜŜǘΣ ¢ƻǩƴƎǘƻƴΣ .ǳǊȅΣ .[у оICΣ  

¢ŜƭΦ лмнлп уууоолΣ 9ƳŀƛƭΥƛƴŦƻϪƘǳǊƭǎǘƻƴŜǎƴƻǊǘƘŜǊƴΦŎƻƳΣ 


